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WORKTOP HOODS SAFETY

WITH REAR AIR EXTRACTION Clean filter indicator

Glass finish Glass casing for removing grease filters

Energy Class B and drip tray

PERFORMANCE OPTIONAL ACCESSORIES

Ultra-efficient, worktop KIT CF 012:

extraction (280-490 m3/h) Kit for air recirculation version (set of 3

4 speeds (intensive with auto power off) active charcoal, recyclable cartridges)

Reduced space inside cabinet base Silencer kit

Sound level 59/73 dBA DMR remote motor HOLE CUT IN TOP

Rated power: 190W /‘%@
FEATURES

Installation recommended on an island or peninsula
Touch controls

Stainless steel anti-grease filter,

dishwasher safe

Drip tray in stainless steel, dishwasher safe
Optional use of with special charcoal filters (3 year
life-span) for air recirculation

Remote motor to position under the cabinet base
to optimise space and keep noise levels down.
Connection: 220x90 mm, 230x80 mm
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Obsidian black glass Set of 3 active charcoal, recy-
FPH 10014 TC BK clable cartridges
Code EAN 8019801015801 KITCF012

Code EAN 8019801015849

FULGOR MILANO
is a trademark of Meneghetti S.p.a. Rosa (VI) - Italy

www.fulgor-milano.com - info@fulgor-milano.com




