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FLH 800 TC BK KITCF011 DUCT-Kit
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External 
dimension
80 cm

Bevelled
glass

Dimensione
Esterna
Identificante

Perimeter 
extraction

Dimensione
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Identificante

LED lighting

Automatic
cut off timer

Dimensione
Esterna
Identificante

Wall-hung 
installation

Dimensione
Esterna
Identificante

Energy
Class
Efficiency

A

Dimensione
Esterna
Identificante

Filtering

Touch
Control
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SuctionASP

Code EAN 8019801015702 Code EAN 8019801015856 Code EAN 8019801015887

Noise
level
Db .....

Noise
level:
47-61 dBA

Portata
Aspirazione

Suction
power
max ......

Suction
Power (max)
770 m3/h

DESIGN HOODS

WALL-MOUNTED HOODS
Glass finish
Energy Class A

PERFORMANCE
Suction power up to 770 m3/h
4 extraction speeds
Sleep timer
Extraction function pre-configured for filters
Noise level 47-61 dBA

FEATURES
Touch commands
Ceiling mount
LED lighting
Internal aluminium anti-grease filters 
Rated power 280W
Air outlet minimum Ø 150 mm
Non-return air valve (extraction)

STANDARD ACCESSORIES
Power cable

OPTIONAL ACCESSORIES
KITCF 007: charcoal filters for filtering version 
(3 active charcoal, recyclable cartridges)
KITCF011: DUCT-Kit Chimney kit 

Obsidian black glass Set of 2 carbon filters Chimney kit
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