
INDUCTION HOB

Finish in vetroceramica nero materico 

FEATURES

Touch Slider commands
4 cooking zone
2 side vertical Flexi zone
End of cooking timer

PERFORMANCE

Assisted cooking for each zone,
with 3 pre-set temperatures:
42 ° C to melt chocolate and more
70 ° C for keeping food warming and slow 
cooking
94 ° C for simmering
Rapid heating booster
Automatic heating
Keeping warm

SAFETY

Pan detection sensor
Safety switch
(prevention of accidental use)
Residual heat indicator (H)
Automatic shutdown
with temperature sensor

INCLUDED ACCESSORIES

Surface cleaning scraper

 

 

 

 

INDUCTION HOBS
INDUCTION HOB 60

CODE ID

FSH 604 ID TS MBK

Residual heat sensor

Timer

Flush Top Installation

Semi - Flush Top Installation

Touch Slider

Glass-ceramic surface

Booster

Flexi Zone

Pan Detection System

MATTE BLACK GLASS

FSH 604 ID TS MBK
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FULGOR MILANO
INDUCTION HOB
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490560

FSH 604 ID TS MBK

Type 4 cooking zones

Finish Matte Black Ceramic

PERFORMANCE

Ø 290 / 180 DUAL -

Octa Flexi 2100 / 3700 ( x 4 ) W

Ø 145 -

Max absorbed power ( W ) 7360 W

Tension and frequency ( V - Hz ) 230 - 50

Preloaded temperatures 42 ° C Melting •

70 ° C Slow cooking •

90 ° C Simmer •

COMMANDS

Programming Slider Touch

AUTO cooking •

Timer •

Residual heat indicator •

Warning indicator sound •

Lock safety key •

Power levels  n. 9 + P

Visual digit display •

ACCESSORIES

Scraper •

Cord •

DIMENSIONS

Width mm 580

Height mm 50

Depth 520

Cut-out ( W x H x D ) mm 560 x 490
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