
HOBS 5 EVO INDUCTION HOBS

EAN 8019801030842

FSH 402 ID TS BK

FSH 402 ID TS BK

BLACK GLASS CERAMIC

The hob features 2 cooking zones with Bridge function. Other functions available: booster, timer, pan detection sensor, touch control lock, residual heat 
indicator (H) and automatic power-off with temperature sensor. 
It also comes with a surface cleaning scraper.

Features

Induction hob 40

 Touch Slider controls

 Black Glass Ceramic finish 

 2 cooking zones (vertical bridge zone)

 9 power levels + Booster

 Automatic pre-heating function

 Pre-Set: 40°, 70°, 90°

 Timer
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INDUCTION HOBS
GLASS-CERAMIC INDUCTION HOB

FSH 402 ID TS BK

Type 2 cooking zones

Glass-ceramic finish Black Glass Ceramic

PERFORMANCE

Octa Bridge N. | Pot. MIN / MAX 1 Vertical | 2100 / 3700 W

Ø Dual zone 1

Voltage / Frequency (V - Hz) 220 - 240 V; 50 - 60 Hz

Maximum power absorbed (W) 3680 W

Preset temperatures 42°C Melt •

70°C Slow cooking •

90°C Simmering •

CONTROLS

Operating system Slider touch

AUTO cooking •

Timer •

Residual heat indicator (H) •

Keypad safety lock •

Power levels + Booster (P) 9+P

Digital display •

ACCESSORIES

Scraper •

Power cord •

DIMENSIONS

Width (mm) 400

Height (mm) 50

Depth (mm) 520

Built-In Cut Out (W x D) mm 490 x 280
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