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Dear Customer,

Thank you for purchasing a Fulgor Milano product. Fulgor Milano is
committed to excellence and our signature technologies provide you with
professional tools for your kitchen. One of our central philosophies is
continuous investment in research that is rooted in developing life enhancing
technology. Our goal is to deliver products that are worthy of your family
recipes and that will breathe life into your kitchen, the heart of your home.
We invite you to enjoy your new Fulgor Milano product with same amount
of care and attention that we have put into creating it.

Your Life | Our Passion
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EN 1 - Special Warnings

IMPORTANT

Please read all instructions before using this appliance.

\

Proper installation is your responsibility. Have a qualified technician install this cooktop.

A\ IMPORTANT

e Observe all governing codes and ordinances.

* Write down the model and serial numbers before
installing the cook top. Both numbers are on the serial
rating plate located on bottom of cooktop box.

Before Starting Installation

e Check location where cooktop will be installed. The
location should be away from strong drafty areas, such
as windows, doors and strong heating vents or fans.

e Electrical grounding is required. See “Electrical

Requirements”

* Assure that electrical installation is adequate and in
conformance with National Electrical Code, ANSI/NFPA
70 - latest edition**, or Canadian Electrical Code, part
1 C22.1 (latest edition)*** and all local codes and
ordinances.

* Assure that gas connection conforms with local codes and
ordinances. In the absence of local codes, installations
must conform with American National Standard, National
Fuel Gas Code ANSI Z223.1/NFPA 54 - latest edition* *
The Natural Gas and Propane Installation Code, CSA
149.1 or CSA B149.2 latest edition***.

Copies of the standards listed may be obtained from:

** National Fire Protection Association One Batterymarch
Park Quincy, Massachusetts 02269

*** CSA Infernational 8501 East Pleasant Valley Rd.
Cleveland, OH 44131-5575

NOTE: This cooktop is manufactured for use with Natural
gas or Propane.
To convert to LP (propane) or NG (natural gas),
see instruction in the gas conversion kit provided
in literature package. Proper gas supply connection
must be available. See gas supply requirements.

BEFORE CONNECTING THE APPLIANCE ON THE
GAS LINE SUPPLY, ENSURE THAT ITS GAS SETTING IS
APPROPRIATE.

THE TYPE OF GAS ADJUSTED AND SHIPPED FROM
THE FACTORY IS INDICATED ON THE RATING PLATE
LOCATED ON BOTTOM OF THE BURNER BOX.

Cooktop Installed over Oven Installation

Only certain specified cooktop and oven models are
approved for cooktop over oven installations.

Cooktops approved for this type of installation will have an
approval label located on the outside of the burner box.

If you do not find this label, contact your dealer to confirm
that cooktop is approved.

The label on the bottom of your cooktop lists the cooktop
and oven combinations that are approved for this type of
installation.

Vent hood Combinations:

It is recommended that these cooktop be installed in
conjunction with a suitable overhead vent hood.

Due o the high heat capacity of this unit, particular attention
should be paid to the hood and ductwork installation to
assure it meets local building codes.

A hood with suitable capture area and capable of at
least 450 cfm is suggested to effectively evacuate odors,
steam and heat. Choosing to install a hood of lower
cfm or configured for recirculating may compromise the
effectiveness of eliminating the aforementioned factors.

Note: some State / Provincial building codes will require

make up air systems be installed for hoods above a
certain cfm threshold (300 cfm is typical).
It is your responsibility to understand and comply
with the local requirements for gas, electrical and
ventilation where these appliances are being
installed.
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3. Rough edges, inside corners which have not been rounded and forced fits can contribute to cracking of the countertop
30/[

2. Radius corners of cutout and file to Insure smooth edges and prevent corner cracking. Recommend 1/4”or 3/8” diameter drill
laminate.

1. Chamfer all exposed edges of decorative laminate to prevent damage from chipping.
In each corner.

Important Preparation Suggestions
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CUTOUT
WIDTH A B ¢ b
sor  MIN28.1/2 [72.4 cm] [MIN 199/16" [49.7 cm] |MIN 2" (5.0 cm) |MIN3 1/2” (9.0 cm)
MAX 28-11/16" [72.9 cm] |MAX 19-3/4”  [50.2 cm]
36" MIN 34-1/2" [87.6 cm] [MIN 19-9/16" [49.7 cm] [MIN 2” (5.0 cm) |[MIN 3 1/2" (9.0 cm)

MAX 34-11/16"

[88.1 cm] [MAX 19-3/4"  [50.2 cm]




A 13" (33 cm) Depth of unprotected overhead cabinets.

30" (76.2 cm) MIN. (Model 30”).
36" (91.4 cm) MIN. (Model 36”).

18" (47.7 cm) MIN. Height from countertop to nearest cabinet on either side of unit.

30" (76.2 cm ) MIN. (see Note* Clearance from countertop to unprotected overhead surface).

5" (12.7 cm) min Clearance from cut out to side wall on the left and right of the unit.

From the right corner of cutout to hole center 2-19/32” (6.6 cm).

C
D
E
F From the back corner of cut-out to hole center 2-9/32" (5.8 cm).
G
H

From the back corner of cut-out to hole center 1-1/4" (3.2 cm). Opening with oven under cooktop.

I From the top of countertop to hole center 5-1/8" (12.9 cm). Opening with oven under cooktop.

L Electric outlet from bottom of counter top and adjacent to the cabinet side 12” (30.5 cm).

Hole 1-1/5” (3 cm).

* NOTE:

regulator.

bottom of unprotected wood or metal cabinet.

hood, also check hood specifications for minimum required clearances.

_______________________________________________________________________________________________________________|
- If cabinet has a drawer, a 5-1/4"(13,35 cm) depth clearance from the top of the countertop to the top of the drawer (or
other obstruction) in base cabinet is required. The drawer depth may need to be shortened to avoid interfering with the

- 24" (61 cm) min. clearance if bottom of wood or metal cabinets is protected by not less than 1/4” (0.6 cm) ame
retardant millboard covered with not less than No. 28 MSG sheet steel 0.015” (0.04 cm) stainless steel, or 0.024"
(0.06 cm) aluminium or 0.020” (0.05 cm) copper. 30" (76.2 cm) min. clearance between top of cooking platform and

- Min. 30" (76.2cm) Minimum to combustibles when no ventilation hood is present. If installing with an overhead vent




We recommend to that you consider the minimum dimension
of cut-out size in the case of new installation.

The appliance should not be installed with a ventilation
system that blows air downward toward the range.
This type of ventilation system may cause ignition and
combustion problems with the gas cooking appliance
resulting in personal injury or unintended operation.

Mobile Home Installation

The installation of this cooktop must conform to the
Manufactured Home Construction and Safety Standards,
Title 24 CFR, Part 3280 (formerly the Federal Standard for
Mobile Home Construction and Safety;

Tile 24 HUD part 280); or when such standard is
not applicable, the Standard for Manufactured Home
Installations (Manufactured Home Sites, Communities and
Setups), ANSI A225.1 - latest edition, or with local codes.

In Canada, the installation of this cooktop must conform
with the current standards CAN/CSA-Z240 - latest edition,
or with local codes.

A\ IMPORTANT

* For solid surface material installations such as Surel™
and Corian®, consult with solid surface manufacturer.
Apply heat reflective tape such as Scotch® Aluminum
Foil Tape #425 or #427 around the cutout so that it
folds over on the top and sides.

e DO NOT WRAP THE TAPE UNDERNEATH THE
COOKTOP.

* Be sure the tape extends beyond the outermost flange
of the cooktop. All corners should be covered with
tape.

SOLID SURFACE COUNTERTOP INSTALLATION

SHOWS LOCATIONS
OF ALUMINUM
REFLECTIVE TAPE

TAPE TOP AND
VERTICAL SIDES
OF CUTOUT




3 - Cooktop Installation EN

- Excessive Weight Hazard

Use two or more people to move and install cooktop.
Failure to do so can result in back or other injury.

+ CutHazard

Beware of sharp edges. Use the polystyrene ends when
carrying the product. Failure to use caution could result in
minor injury or cuts.

* Always consult the countertop manufacturer for specific
instructions.

e Ensure the countertop is square and level and ensure no
structural members interfere with space requirements.

® Prepare the cutout according to the instructions (see cut-
out dimensions).

® Make sure the wall coverings, countertop and cabinets
around the cooktop can withstand heat (up to 200 °F).

TOOLS YOU WILL NEED

[« {
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Step 1

Remove packaging materials and literature package from
the cooktop before beginning installation.

Remove Installation Instructions from literature pack and
read them carefully before you begin.

PARTS

MANUAL

GASKET

GAS CONVERSION KIT
GAS CONNECTION KIT

=== <— SIMMER PLATE (if present)

=p

WOK RING (if present)

&5 < POT ADAPTER (if present)

&=

PRESSURE REGULATOR

li COOKTOP

GRID

L CARDBOARD

Step 2

Before installing apply the foam tape.

A tape is provided to seal the cookiop edges to the
countertop. Apply tape near inner underside cooktop edge.
Use tape around the entire cooktop perimeter.

Cut off excess where tape butt ends.




Step 3

Insert the cooktop centered into the cutout opening.

Make sure the front edge of the counter top is parallel to
the cooktop. Make final check that all required clearances
are met.

Step 4

Four clamp brackets are provided with your unit.

After cooktop has been installed into the countertop, install
the brackets on the burner box as shown in figure.

Install the clamp brackets on the front and back of the
burner box bottom (if the cabinet construction does not
provide clearance for installing brackets at the burner box
front back install the clamp brackets on the lateral position
of burner box).

step A place the clamping screws into brackets

step B attach brackets by using the attachment screws on the
selected location of burner box, tighten screws just enough
to hold brackets in place.

step C position brackets so that they are with the clamp
screw in contact with the counter top bottom

step D tighten attachment screws securely.

step E check that the front edge of the cooktop is parallel to
the front edge of the countertop tighten the screw clamping
against the countertop.

DO NOT OVER TIGHTEN




4 - Gas Requirement EN

A QUALIFIED SERVICE MAN OR GAS APPLIANCE INSTALLER
MUST MAKE THE GAS SUPPLY CONNECTION.

Leak testing of the appliance shall be conducted by the
installer according to the instructions given.

You must install the supplied connection parts seen here in
this configuration to the main gas manifold on the appliance.
Issues arising from a failure to do so will not be covered by
warranty.

Do not install the pressure regulator backwards as the gas will
not flow correctly. Check that the arrow on the back points in
the direction of gas flow.

Parts required for connection from gas supply to regulator are
the responsibility of the installer / owner

Appliance
o @ ______ mml]]ﬂ[@]]]]m ------- “- B
Appliance Flare union
pressure regulator adaptor Gasket

Use Teflon tape rated for gas applications at all threaded
connections.

Do not overtighten the connection at the manifold or you
could damage the gasket causing a leak.

If the line pressure supplying the appliance pressure
regulator exceeds 14 inches W.C. (any gas), an external
regulator must be installed in the gas line ahead of the
appliance regulator to reduce the pressure to no more
than 14 inches W.C. Failure to do this can result in
malfunction and damage to the appliance.

Important Notes for Gas Connection

The appliance and its individual gas shutoff valve must be
disconnected from the gas supply piping system during any
pressure testing of that system at test pressures in excess of
1/2 psi (3.5 kPa).

The appliance must be isolated from the gas supply piping
system by closing its individual manual shut-off valve during
any pressure festing of the gas supply piping system at test
pressures equal fo or less than 1/2 psi (3.5 kPa).

All supply piping, except as noted, should use common
National Pipe Thread (N.P.T.). For all pipe connections use
an approved pipe joint compound resistant to the action of
LP gas.

This appliance is designed for use with NG gas or LP gas.
The gas pressure regulator is supplied with this appliance.

It must be installed in the gas way ahead of the manifold
entrance. It is pre-set for use with natural gas. To use it with
different gas it must be converted, as described in the Gas
conversion paragraph.

If at any time the appliance is to be used with a different
type of gas, all the conversion adjustments must be made
by a qualified technician before attempting to operate the
cooktop on that gas.

The gas should be supplied to the appliances pressure
regulator, at line pressure between 6 and 14 inches of
water column for NG, and between 11 and 14 inches of
water column for LP.

GAS REQUIREMENTS

NATURAL GAS WwC
Manifold Pressure 5" (12.5 mb)
Min Line Pressure 6" (15 mb)

Max Line Pressure 14" (34.9 mb), .5 psi (3.5 kPa)

LP GAS WwC
Manifold Pressure 10" (25 mb)
Min Line Pressure 11" (27.4 mb)

Max Line Pressure

A\ IMPORTANT

NEVER REUSE OLD CONNECTORS WHEN INSTALLING
THIS COOKTOP.

14" (34.9 mb), .5 psi (3.5 kPa)

To reduce the likelihood of gas leaks, apply teflon tape
or a thread compound approved for use with LP or
Natural gases to all threaded connections.

Apply a non-corrosive leak detection fluid to all joints
and fittings in the gas connection between the supply
line shut-off valve and the cooktop inlet.

Check for leaks!

Bubbles appearing around fittings and connections
will indicate a leak. If a leak appears, turn off supply
line gas shutoff valve, tighten connections, turn on
the supply line gas shutoff valve, and retest for leaks.
Never test for gas leaks with an open flame.

NEVER TIGHTEN TO MORE THAN 35 ft Ibs OF TORQUE.



Gas Connection

e Thread the appliances pressure regulator with 1/2” male
end connection both supplied with this appliance.

* Make the gas connection to the inlet of the pressure
regulator with 1/2” male pipe threads.

® Join the pressure regulator to the entrance threads
of the Gas Manifold with gasket supplied with this
appliance. The regulator is marked with a directional
arrow indicating correct direction of gas flow. Ensure the
appliance regulator is installed with the arrow pointing
toward the gas manifold entrance and make sure the top
of the regulator is facing towards the cabinet front, easily
accessible through the cabinet doors.

* Connect a manual shut-off valve to the gas supply in an
accessible location for turning on or shutting off gas to
the appliance.

* Install a coupling between the regulator and the shutoff
valve to complete the connection.

e Assure all pipe joint connections are gas tight.

® Check alignment of valves after connecting the cooktop
to the gas supply to be sure the manifold pipe has not
been moved.

* A misalignment could cause the valve knob stem to rub
on the control panel, resulting in a gas leak at the valve.

If an oven is to be installed below this appliance connect gas
supply line as shown in figure consider the below cabinet
clearance.

Z= |
5-1/8" (12.9 cm)
Q0° street —
elbow - — [« Hole diameter
1-1/5" (3cm)
Cabinet Sides Cabinet Sides

ILLUSTRATIVE GAS SUPPLY PIPING
(NO OTHER APPLIANCE BELOW
COOKTOP)

BURNER BOX __
(REAR OF APPLIANCE)
GASKET —»> ==

FLARE UNION __,
ADAPTOR

APPLIANCE
PRESSURE—> GAS
REGULATOR

ALL PIPE JOINTS
1/2" N.PT.

VALVES




FOR ALTERNATIVE PIPING METHODS TO CONNECT THE
APPLIANCE TO THE GAS SUPPLY, A TRAINED SERVICE MAN
OR GAS APPLIANCE INSTALLER MUST MAKE THE GAS SUPPLY
CONNECTION.

Leak testing of the appliance shall be conducted by the Installer
according to the Instructions given.

Unless prohibited by local codes or ordinances, a new A.G.A.
- Certified, flexible metal appliance connector may be used to
connect this appliance fo its gas supply.

The connector must have an infernal diameter not less than
nominal 1/2" NPT pipe and be no more than 5 feet in length.
A 1/2" NPT x 1/2" flare union adapter is required at each
end of the flexible connector.

If a flexible connector is used assure that both the appliance
pressure regulator and manual shutoff valve are joined
solidly to other permanent hard piping (either gas supply or
the appliance manifold) so as to be physically stationary. See
figure.

Do not attempt to attach the flexible connector directly to an
external pipe thread.
Connection requires flare union adapters.

For Massachusetts Installations:
1. Shutoff valve must be a “T” handle gas cock.
2. Flexible gas connector must not be longer than 36 inch.

3. Not approved for installation in a bedroom or a bathroom
unless unit is direct vent.

MANIFOLD
ENTRANCE

GASKET —— =

FLARE UNION ADAPTOR—>@

APPLIANCE PRESSURE

REGULATOR, SUPPLIED __
(OBSERVE DIRECTIONALITY
OF GAS FLOW)

FLARE UNION ADAPTOR—>§

FLEXIBLE APPLIANCE
CONNECTOR ___,

(5 FT.) MAX

(1.52 m) MAX

FLARE UNION ADAPTOR—>§

GAS SHUT-OFF VALVE — %
i

NO APPLIANCE
MOUNTED BELOW
THIS COOKTOP

1/2" NPT PIPE
(STATIONARY SUPPLY PIPE)

GASKET —> =

| ¢7 FLARE UNION ADAPTOR

FLEXIBLE APPLIANCE

1,/2% NPT PIPE CONNECTOR (5 FT. ) MAX

NIPPLE ELBOW

@ ~<—— FLARE UNION ADAPTOR

APPLIANCE PRESSURE
REGULATOR, SUPPLIED
(OBSERVE DIRECTIONALITY
OF GAS FLOW)

1/2" NPT PIPE
(STATIONARY SUPPLY PIPE)

WALL OVEN MOUNTED
IN CABINETRY BELOW
THIS COOKTOP




Pressure Testing

The appliance must be isolated from the gas supply piping
system by closing its individual manual shut-off valve during
any pressure testing of the gas supply piping system at test
pressures equal to or less than 1/2 PSIG (3.5 kPa).

This appliance, as well as its individual shut-off valve, must
be disconnected from the gas supply piping system during
any pressure festing of the system at test pressures in excess
of 1/2 PSIG (3.5 kPa).

When checking appliance regulator function, make certain
pressure of natural gas supply is between 6 and 14 inches
of water column or, if converted for LP gas, between 11 and
14 inches.

THE PRESSURE TESTING SHOULD BE PERFORMED BY
MEANS OF THE INJECTOR THREAD ZONE

Gas test inlet
Thread Pressure

Pressure Test Method

® Remove grate and burner cap
® Remove aluminum gas spreader
* Temporarily remove the injectors

e Connect the pressure Test instrument into injector holder
thread zone (M6x0,75)

® Check if the cooktop has the correct pressure

* Fix the injector removed for testing and replace the parts
in the right position.



5 - Electrical Requirements EN

General Information

This appliance must be supplied with the proper voltage
and frequency and connected to an individual, properly
grounded branch circuit, protected by a circuit breaker or
fuse having amperage as noted on the rating plate. We
recommend you have the electrical wiring and hookup of
your cooktop connected by a qualified electrician.

After installation, have the electrician show you where your
main cooktop disconnect is located. Check with your local
utilities for electrical codes which apply in your area. Failure
to wire your cooktop according to governing codes could
result in a hazardous condition.

If there are no codes, your cooktop must be wired and fused
to meet the requirements of the National Electrical Code,
ANSI/NFPA No. 70 - Latest edition.

You can get a copy by writing:

National Fire Protection Association

Battery march Park

Quincy. MA 02269
In Canada your cooktop must be wired and fused to meet
the requirements of the Canadian Electrical Code.
Be sure the installation of this product in a mobile home
conforms with the Manufactured Home Construction and
Safety Standard, Title 24 CFR, Part 3280.
If this standard does not apply, you must follow the standard
for Manufactured Home Installations, ANSI A225.1 and
Manufactured Home Installations, Sites and Communities
and ANSI/NFPA 501A or with local codes.
You can get a copy of the Federal Standard by Writing:

Office of Mobile Home Standards HUD Building

451 7th Street, S.W.

Washington, D.C. 24010

LOCATION OF RATING PLATE

Electrical Connection

An adequate electrical supply and outlet must be used to
operate the electrical parts of your cooktop.
ELECTRICAL
Illu HAZARD
prong outlet.
- Do not remove ground prong.
- Do not use an extension cord.
Failure to follow these instructions can result in death, fire, or
A\ IMPORTANT
FOR PERSONAL SAFETY, THIS APPLIANCE MUST BE

A\ CAUTION
SHOCK
Electrical Grounding Instruction Plug info a grounded 3
- Do not use an adapter.
electrical shock.
PROPERLY GROUNDED.

The power cord of this appliance is equipped with a 3-
prong (grounding) plug which must be used with a properly
grounded 3-hole outlet with a standard 120 Volt, 60 cycle
AC household current. If you do not have a 3-hole grounded
outlet, have a qualified electrician change your old one.
A grounding adaptor will be needed to convert the old
one until the outlet can be replaced. This method is only
temporary, and a qualified electrician should test it to be
sure it meets requirements.

Electrical Requirements

Do not under any circumstances cut or remove grounding

prong from the cooktop cord.
. I

<

Grounding prong

)
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Converting Appliance for Use with LP Gas

Conversion is to be performed by a AUTHORIZED
SERVICER (or other qualified agency) in accordance
with the manufacturer’s instructions and all codes and
requirements of the authority having jurisdiction. Failure to
follow instructions could result in serious injury or property
damage.

The qualified agency performing this work assumes
responsibility for this conversion.

Before proceeding with the conversion, shut off the gas
supply to the appliance prior to disconnecting the electrical
power

If this appliance should be converted for use with gas LP
(propane or butane), each of the following modification
must be performed:

Gas conversion label (aluminium) to be placed on the back
of the appliance, near the data plate, after conversion has
been carried out;

Replace injector on (one ring flame or stacked
burners)

1. Remove the grates and burner cups.

N

. Remove aluminum gas spreader.

3. Loosen injector by turning 9-32” (7 mm) nut driver counter
clockwise.

4. Install the injectors supplied with this appliances in the
appropriate burner. The injectors have small number
stamped on the side, this number codes the orifice
diameter and its correct burner location (see figure on
page 17).

5. Turn clockwise fo tighten (tighten to a torque of 15 to 20
inch-lbs).

6. Replace all parts following the reverse order.

7. Save the orifices removed from the appliance for future
use.

6 - Conversion for LP or NG Gas EN

Replace injectors on (two rings flame burner)

1. Remove the grates and burner cups.
Remove aluminium gas spreader.
Remove the three screws of simmer gas spreader (1).

Remove the two screws of injector cover (2).

NANEE B

Loosen injector (A) by turning 9-32" (7 mm) nut driver
counter clockwise.

6. Loosen injector (B) by turning 9-32” (7 mm) box wrench
counter clockwise.

7. Install the injectors supplied with this appliances in the
appropriate burner. The injectors have small number
stamped on the side, this number codes the orifice
diameter and its correct burner location (see figure of
the paragraph “Injectors position”).

8. Turn clockwise fo tighten (tighten to a torque of 15 to 20
inch-bs).

9. Replace all parts following the reverse order.

10. Save the injectors removed from the appliances for
future use.




Pressure regulator conversion

The appliances is designed for use with NG gas or LP gas.
The gas pressure regulator is supplied. It must be installed
in the gas way ahead of manifold entrance. It is pre-set for
use with the gas supplied with the appliances. For use with
different gas must be converted.

For the pressure regulator conversion following the below

instructions:

e Disconnect all electrical power, at the main circuit breaker
or fuse box.

e Shut off the gas supply to the cooktop by closing the
manual shutoff valve.

e Adjust the pressure regulator, by following the instruction
(see figure)

1. Unscrew the regulator cap

2. Unscrew the plastic conversion plug from the cap turn
over and screw back (wide section away from cap for LP
and against cap for NG) see figures below.

3. Replace the cap regulator.

After injectors replacement adjust the burner flame (see Low

Flame Adjustment paragraph). PRESSURE REGULATOR CONVERSION

Check the appearance of each burner’s flame at HILO

settings, if the flame appear too large or too small make

sure that all steps were completed correctly. @A

Convert the pressure regulator on LP position following the N CAP

illustration. C\‘ GASKET
NG POSITION

Converﬁng Applicmces for Use with NG Gas @. LP/PROPANE POSITION

If this appliance should be converted for use with gas NG

(natural gas), each of the following modifications must be

performed.

1. Replace dall injectors following the step described on
page 15, observe the number stamped on the side,
this number codes the orifice diameter and its correct
burner location (following the illustration of injectors
position).

2. Convert the pressure regulator on LP position (following
the illustration of pressure regulator conversion).

3. Adjust the burner flame (see Low Flame Adjustment
paragraph).

Check the appearance of each burner’s flame at HILO
settings, if the flame appears too large or too small make
sure that all steps were completed correctly.

Before replacing the regulator cap, check if the position
of plug is suitable for the gas




Injectors position
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Low Flame Adjustment

Lighting gas burners with a match is dangerous.

You should match light the cookiop burners only In an
emergency.

Light a match and hold the flame near the burner you
want to light. Wooden matches work best.

Push in and turn the control knob slowly. Be sure you are
turning the correct knob for the burner you are lighting.

NOTE: If the burner does not light within five seconds, turn
the knob off and wait one minute before trying
again.

If you attempt to measure the inner cone of the flame,
please use caution.
Burns could result.

This appliance is shipped from the factory with low and
medium flame settings adjusted.
If further adjustment is necessary, proceed as follows:

Adjustment for Burners with one:

1. Light burner and set control knob for low flame.

N

. Remove control knob from valve stem.

3. Insert a slender, thin-blade screwdriver into the recess
at centre of valve stem and engage blade with slot in
adjusting screw.

N

. Turn center stem adjusting screw to set flame size:
e clockwise to reduce

e counterclockwise to increase

O

. Replace control knob when adjustment is completed.

LOW FLAME ADJUSTMENT - SINGLE FLAME BURNER

Adjustment for Burners with two rings flame:
1. Light burner and set control knob for low flame.

2. Remove the control knob from valve stem. And also
remove the control panel, and valve gaskets.

3. Insert a slender, thin-blade screwdriver into the recess
and engage blade with slot in adjusting screw.

4. Turn center stem adjusting screw to set flame size:
e clockwise to reduce
e counterclockwise to increase

5. Replace control panel and knob when adjustment is
completed.

LOW FLAME ADJUSTMENT - CENTRAL DUAL FLAME BURNER

N X )Y <)
‘tl . 2

NOTE: There is no low flame adjustment on Stacked Burner.



Proper adjustment will produce a stable, steady blue flame
of minimum size.

The final adjustment should be checked by turning knob from
high to low several times without extinguishing the flame.
This adjustment, at low setting, will automatically provide
the proper flame size at medium setting.

After Conversion steps have been completed, check the
appearance of each burner’s flame at the HI and LO
settings, if the flames appear too large or too small review
each step to make sure it was completed correctly.

NOTE: To obtain the correct minimum setting with LP gas,
turn clockwise tightening the valve fully by the thin-
blade screwdriver into the recess at centre of valve
stem.

Electric gas ignition

The gas burner use an electric ignition device located near
each burner that by means a spark igniters ensure its surface
light automatically.

ELECTRICIGNITION

See Use & Care manual for better explanation and its control.

The Burner Flames

Turn each burner on. Flames should be blue in color with no
trace of yellow. The burner flames should not flutter or blow
away from the burner. The inner cone of the flame should be
between 1/2" and 3/4" long.

BURNER FLAMES
-1/2" t0 3/4"

COOKTOP BURNER
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IMPORTANT:  Gardez ces instructions pour une utilization

d'inspection électrique locale

INSTALLATEUR : Veuillez laisser ce manuel au propriétaire
pour de futures références.

PROPRIETAIRE : Veuillez garder ce manuel pour de futures
références.

Vevillez préter attention & ces symboles que vous
rencontrerez dans ce manuel.

A\ DANGER

Si vous ne suivez pas IMMEDIATEMENT ces instructions,
vous courez le risque de mourir ou d'étre sérieusement
blessé.

A\ AVERTISSEMENT

e Ce symbole signifie que la sécurité est en danger. |l
signale les risques potentiels qui peuvent entrainer la
mort ou des blessures a |'opérateur ou aux autres.

* Si vous ne suivez pas ces instructions & la lettre, vous
courez le risque de mourir ou d'étre sérieusement
blessé.

BIEN LIRE CES INSTRUCTIONS ET LES CONSERVER.

Alinstallateur:
Laissez ces instructions avec 'appareil.

Au client:
Gardez ces instructions comme référence future.

A\ AVERTISSEMENT

* la non-observation des instructions contenues dans
ce manuel peut entrainer la mort ou des blessures
sérieuses du fait d'un incendie ou d'une explosion.

* Ne pas stocker ou utiliser de I'essence ou d’autres
liquides inflammables & proximité de cet appareil ou
de tout autre appareil électroménager.




1 - Avertissement Spéciaux

Il est de votre responsabilité d'installer I'appareil correctement.

IMPORTANT

Veuillez lire les instructions avant toute utilisation.

Confiez l'installation de cette table de cuisson & un technicien qualifié.

A\ IMPORTANT

® Respecter les réglements et ordonnances en vigueur.

e Avant d’installer la table de cuisson, veuillez noter les
numéros de modéle et de série. Ces deux numéros se
trouvent sur la plaquette signalétique située en dessous
de la caisse de la table de cuisson.

Avant de Procéder & l'Installation

e Vérifiez I'endroit ou la table de cuisson sera installée. La
table de cuisson ne doit pas se trouver dans une zone de
courants d'air forts, par exemple de fenétres ou de portes
ni prés de caloriféres ou de ventilateurs.

* L'appareil doit nécessairement étre relié a la terre. Voir
«Conditions requises électricité». Veuillez vous assurer
que l'installation électrique est adéquate et conforme a la
Réglementation Electrique Nationale ANSI/NFPA 70 —
derniére édition** ou & la Réglementation Electrique du
Canada, C22.1-1982etC22.2 N° 01982 (ou derniére
édition)*** et & tous les réglements et ordonnances en
vigueur localement.

* Assurez-vous que le raccordement de gaz est conforme
aux réglements et ordonnances en vigueur localement.
En I'absence de réglements locaux, l'installation doit
étre conforme au Standard National Américain, & la
Réglementation Nationale Essence Gaz ANSI Z223.1 -
NFPA 54 derniére édition**. Le code d'installation du
gaz propane et du naturel CSA-149.1 ou CSA-149.2

erniére édition***.

Vous pouvez demander une copie des standards
répertoriés a :

** National Fire Protection Association One Batterymarch
Park Quincy, Massachusetts 02269

*** CSA Infernational 8501 East Pleasant Valley Rd.
Cleveland, OH 44131 - 5575

NOTE: Cette table de cuisson est fabriquée pour fonctionner
au gaz naturel*.
Si elle doit étre raccordée au gaz propane/PL,
effectuez la conversion en suivant les instructions
rapportées dans le kit de conversion gaz fourni avec
les explications. Une canalisation de fourniture de
gaz correcte doit étre disponible. Voir «Conditions
requises fourniture gaz».

AVANT DE CONNECTER L'APPAREIL A L'ALIMENTATION
EN GAZ, S'ASSURER QUE LE REGLAGE DU GAZ EST
APPROPRIE. o o

LE TYPE DE GAZ REGLE ET EXPEDIE DE L'USINE EST
INDIQUE SUR LA PLAQUE SIGNALETIQUE SITUEE AU
BAS DU BOITIER DU BRULEUR.

Installation de la Table de Cuisson Au-Dessus du
Four

Seuls certains modéles de tables de cuisson et de four
peuvent étre installés |'un au-dessus de |'autre.

Les tables de cuisson agréées pour ce type d'installation
ont une étiquette d’homologation située sur I'extérieur de la
caisse du brileur.

Au cas oU vous ne trouveriez pas cefte étiquette, veuillez
contacter votre distributeur afin qu'il vous confirme que
votre table de cuisson fait bien partie des appareils agréés.
Vous pourrez lire sur I'étiquette en dessous de votre table de
cuisson, les combinaisons possibles de table de cuisson et
four qui sont agréées pour ce type d'installation.

Disposition de hotte d’extraction:

Il est recommandé d'installer ces plaque en conjonction
avec une hotte & évacuation appropriée en hauteur. En
raison de la capacité thermique élevée de cet appareil,
une aftention particuliére doit étre prétée a I'installation de
la hotte et des conduits pour s’assurer qu’elle respecte les
codes du batiment locaux.

Une hotte avec une zone de capture appropriée et capable
d’au moins 450 cfm est suggérée pour évacuer efficacement
les odeurs, la vapeur et la chaleur. Le choix d'installer une
hotte de cfm inférieure ou configurée pour la recirculation
peut compromettre |'élimination efficace des facteurs
susmentionnés.

Remarque : certains codes de bdtiment locaux /

nationaux exigent l'installation de systémes
d’air d’appoint pour les hottes au-dessus d'un
certain seuil de cfm (300 cfm est typique).
Il est de votre responsabilité de comprendre et
de respecter les exigences locales en matiére
de gaz, d'électricité et de ventilation ou ces
appareils sont installés.
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pour percer les trous a chaque angle.
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intérieur des coins n’est pas arrondi et |'encastrement a été forcé, il est possible que le

ou3/8"
contre-plaqué du plan de travail se fendille.

II

7

Biseautez tous les bords exposés du contre-plaqué décoratif pour empécher qu'ils ne s'écaillent.

pas. Utilisez une méche de 1/4”

2. Arrondissez les quatre coins de la découpe et limez le pourtour pour que les bords soient lisses et que les coins ne se fissurent

Suggestions Importantes de Préparation

3. Si les bords ne sont pas lisses

1.




7-5/8" (19,3 cm)

5.11/16 " (14,4 cm)
I

DIMENSION
DE LARGEUR (3 g < R
sor  MIN281/2 [72,4 cm] [MIN 19:9/16" [49,7 cm] |MIN 2” (5,0 cm) |MIN 3 1/2” (9,0 cm)
MAX 28-11/16" [72,9 cm] | MAX 19:3/4" [50,2 cm]
sgr  MIN34.1/2" [87,6 cm] [MIN 199/16" [49,7 cm] |MIN 27 (5,0 cm) [MIN 3 1/2” (9,0 cm)
MAX 34-11/16 " [88,1 cm] | MAX 19-3/4" [50,2 cm




A 13" (33 cm) Profondeur des éléments suspendus non-protégés.

30" (76.2 cm) MIN. (Model 30”).
36" (91.4 cm) MIN. (Model 36").

c 18" (47,7 cm) MIN. Hauteur entre le haut du plan de travail et le meuble le plus proche de chaque cété de

["unité.

30" (76,2 cm ) MIN. (voir Note*) Espace entre plan de travail et surface en des-sus non protégée.

5" (12,7 cm) MIN. Espace entre la découpe et la paroi latérale & droite et & gauche de 'unité.

D

E

F A partir de 'angle arriére de la découpe 2-9/32" (5,8 cm).
G De I'angle arriére droit de la découpe 2-19/32" (6,6 cm).

H Ouverture pour gaz dans l'installation de la table de cuisson au-dessus du four encastrable 1-1/4” (3,2 cm)

de 'angle arriére de la découpe jusqu’au trou.

I Du haut du plan de travail jusqu’au trou 5-1/8” (12,9 cm).

L Sortie électrique 12" (30,5 cm) sous le bas du plan de travail.

- Diameétre du trou 1-1/5"" (3 cm).

* NOTE:
- Si le meuble a un tiroir, veuillez laisser un espace de 5-1/4" (13,35 cm) de profondeur entre le haut du plan de travail
et le haut du tiroir (ou d’une autre obstruction) du meuble de base. Il sera peut-&tre nécessaire de réduire la profondeur

du tiroir pour laisser la place au régulateur.

- Il faut 24" (61 cm) minimum d’espace si le fond en bois ou métal du meuble est protégé en ne laissant pas moins de
1/4" (0,6 cm) de carton péte retardateur de flamme couvert d’au moins une feuville d’acier inoxydable n® 28 MSG

de 0,015 (0,004 cm) ou d’aluminium de 0,024" (0,06 cm) ou de cuivre 0,020” (0,05 cm). Il faut 30" (76,2 cm)

minimum d’espace entre le haut de la plate-forme de cuisson et le bas du meuble en bois ou métal non protégé.

- 76,2 cm (30 po) minimum par rapport aux combustibles lorsqu’aucune hotte de ventilation n’est présente. Si I'appareil
est installé avec une hotte de ventilation, vérifier également les spécifications de la hotte pour connaitre les dégagements

minimums requis.




Nous vous recommandons de considérer la dimension
minimum de mesure de découpe dans le cas d’une nouvelle
installation.

A\ AVERTISSEMENT

L’appareil ne doit pas étre installé avec un systéme de
ventilation soufflant de I'air vers le bas en direction du
rayon. Ce type de systéme de ventilation pourrait causer
des problémes d’allumage et de combustion avec|’appareil
de cuisson et provoquer des blessures personnelles ou un
fonctionnement involontaire.

Installation autocaravane

Linstallation de cette table de cuisson doit étre conforme
aux Normes de Construction et de Sécurité des Habitations,
titre 24 CFR, Partie 3280 (jadis la Norme Fédérale pour
la Construction et la Sécurité des Autocaravanes; titre
24HUD partie 280); ou lorsque de telles normes ne sont pas
applicables, la Norme pour les Installations des Habitations
(Emplacements, Communautés et Structures Habitations),
ANSI 225.1 - derniére édition ou aux réglementations
locales.

Au Canada, l'installation de cette table de cuisson doit
étre conforme aux normes en vigueur CAN/CSA-Z240 -
derniére édition ou aux réglementations locales.

A\ IMPORTANT

* Sile plan de travail est fait d'un matériau solide comme
Surel® et Corian ®, consultez le fabricant de surface
solide. Appliquez du ruban adhésif réfléchissant la
chaleur comme Scotch®, scotch feuille aluminium
#425 ou #427 tout autour de la découpe de sorte qu'il
déborde et se replie sur le dessus et les cotés.

e NE PAS FAIRE PASSER LE RUBAN ADHESIF EN
DESSOUS DE LA TABLE DE CUISSON

* Bien vérifier que le ruban adhésif va au-dela du rebord
le plus externe de la table de cuisson.

® Tous les angles doivent étre recouverts par du ruban

adhésif.

INSTALLATION SUR UN PLAN DE TRAVAIL A
SURFACE SOLIDE

Indique les emplacements du ruban
adhésif aluminium réfléchissant

Collez sur le
haut et les cotés
verticaux de la
découpe




3 - Installation de la Table de Cuisson FR

A\ AVERTISSEMENT PIECES

+ Risque du fait du poids excessif = —— = MANUEL
Soyez & deux personnes ou plus pour porter et installer la
table de cuisson. Sinon, vous risquez de vous blesser au = = JOINT

dos ou de subir d’autres blessures.
p— ﬁ KIT CONVERSION GAZ

KIT DE RACCORDEMENT GAZ

- Risque de coupure
Méfiez-vous des bords tranchants et des extrémités du

polystyréne lorsque vous portez le produit. === < PLAQUE D'EBULLITION (si inclus)
ISéanrném\;c::sm:Tquez de vous couper ou de vous faire PLAQUE DE CUISSON
g : p - A PETITS BOUILLONSS (si inclus)

* Toujours consulter le fabricant du plan de travail pour les 43 = ADAPTEUR DE PLAT (s inclu

instructions spécifiques. )
REGULATEUR DE PRESSION

TABLE DE
l CUISSON

* Bien vérifier que le plan de travail est carré et a niveau %
et assurez-vous qu’aucun élément de structure n’interfére
avec les exigences d'espace.

® Préparez la découpe selon les instructions (voir
dimensions découpe).

* Bien vérifier que les éléments suspendus, le plan de travail
et les meubles autour de la table de cuisson résistent & la
chaleur (jusqu’a 200°F).

GRLLE

LES OUTILS DONT VOUS AUREZ BESOIN

[« {

; CARTON

Etape 2

Avant de procéder a l'installation, appliquez le ruban
adhésif de mousse. Le ruban adhésif fourni doit assurer
I"étanchéité entre les bords de la table de cuisson et le plan
de travail. Appliquez le ruban adhésif vers I'intérieur, sous le
bord de la table de cuisson et tout autour de son périmétre.
Coupez le ruban adhésif en trop lorsque vous avez rejoint
le début du ruban collé.

Etape 1

Avant de commencer l'installation, enlevez les matériaux
d’emballage et les manuels d’explication sur la table de
cuisson; puis retirez du manuel d'explication, les instructions
concernant |'installation et lisez-les avec attention.




Etape 3

Introduisez la table de cuisson, bien centrée, & l'intérieur de
la découpe pratiquée. Vous assurez que le bord antérieur
du plan de travail est bien paralléle & la table de cuisson.
Procédez aux derniéres vérifications pour étre sir que tous
les écartements nécessaires ont été prévus.

Eta pe 4

4 étriers de fixation sont fournis avec |'unité. Une fois la
table de cuisson encastrée dans le plan de travail, fixez les
étriers sur la caisse du brileur comme indiqué sur la figure
9. Installez les étriers de fixation sur I'avant et 'arriére du
dessous de la caisse du brileur (au cas ov le meuble sous
le plan de travail n’aurait pas I'espace nécessaire pour fixer

les étriers de la sorte, fixez les étriers sur le c6té de la caisse
du brileur).

Etape A: placez les vis de fixation dans les étriers.

Etape B: attachez les étriers par des vis de fixation aux
endroits choisis sur la boite du brileur, serrez les vis juste
assez pour fenir en place les étriers.

Etape C: positionnez les étriers et les vis de fixation de sorte
qu'ils soient au contact du bas du plan de travail.

Etape D: bien serrer les vis de fixation.

Etape E: vérifiez que le bord antérieur de la table de cuisson
est bien paralléle au bord du plan de travail, serrez la vis
de fixation contre le plan de travail.

BIEN SERRER MAIS PAS TROP FORT




4 - Conditions Requires Gaz FR

LE RACCORDEMENT A LA CONDUITE DE GAZ DOIT ETRE
EFFECTUE PAR UN TECHNICIEN D’ENTRETIEN QUALIFIE OU
UN INSTALLATEUR DE GAZ

La vérification de fuites de |'appareil doit étre effectuée par
I'installateur selon les instructions données.

Vous devez installer les éléments de connexion fournis, montrés
ici dans cette configuration, sur le collecteur de gaz principal
de I'appareil. Les problémes résultant d’une omission de le
faire ne seront pas couverts par la garantie.

N'installez pas le régulateur de pression & I'envers car le gaz
ne circulera pas correctement. Vérifiez que la fléche a I'arriére
pointe dans la direction du flux de gaz.

Les piéces nécessaires au raccordement de I'alimentation en
gaz au régulateur sont a la charge de I'installateur / propriétaire

Appareil

Régulateur de
pression
de I'appareil

Adaptateur  Joint
raccordement
brileur

Utilisez du ruban téflon adapté aux applications de gaz sur
tous les raccords filetés.

Ne serrez pas frop le raccord au niveau du collecteur, vous
pourriez endommager le joint et provoquer une fuite.

A\ AVERTISSEMENT

Si la conduite fournissant le régulateur de pression de
I'appareil a une pression de plus de 14 pouces C.E.
(pour n’importe quel gaz), il est nécessaire d'installer un
régulateur externe sur la conduite de gaz, en avant du
régulateur de I'appareil, afin de réduire la pression a 14
pouces C.E. ou moins. Si vous ne le faisiez pas, vous
risqueriez des dysfonctionnements de |'appareil et des
dommages.

Notes importantes pour le raccordement a la
canalisation du gaz

U'appareil et son robinet individuel de fermeture du gaz
doivent étre débranchés des canalisations de gaz durant
toute vérification de pression de ce systéme, a des pressions
de test allant au-deld de Y2 psi (3,5 kPa). Vous devez
également isoler I'appareil des canalisations de gaz en
fermant le robinet individuel de fermeture du gaz, lors de
toute vérification de pression du systéme de canalisation de
gaz & des pressions de test égales ou inférieures & %2 psi

(3,5 kPa).

Toutes les canalisations, sauf celles spécifiées diversement,
doivent utiliser du Filetage Conduite National normal
(N.P.T.). Pour tous les raccordements de conduite, utilisez
un compound de joint de conduite homologué résistant &
I"action du gaz PL.

Cet appareil est congu pour étre utilisé avec le régulateur de
pression du gaz qui vous est fourni.

Il doit &tre installé sur la canalisation, en avant de |’entrée
du tuyau de gaz. Il est préréglé pour fonctionner au gaz
naturel et doit étre converti, comme décrit en ’Conversion
Gaz", s'il doit fonctionner au gaz PL (voir figure 17 et 18).

Cet appareil est congu pour fonctionner & une pression de 5
pouces de colonne d'eau sur le gaz naturel ou s'il fonctionne
au gaz PL (propane ou butane) & une pression de 10 pouces
de colonne d'eau. Bien s’assurer que cet appareil est livré
et équipé avec le type de gaz pour lequel il a été concu.
Cet appareil a été réglé en usine pour fonctionner au gaz
naturel.

Si pour une raison ou une autre, vous deviez utiliser un autre
type de gaz, n'essayez pas de faire fonction fonctionner
la table de cuisson avec le gaz différent mais appelez un
technicien spécialisé qui effectuera tous les réglages de
conversion décrits en ‘"Conversion Gaz".

Lle gaz naturel doit arriver au régulateur de pression de
I"appareil & une pression de conduite entre 6 et 14 pouces
de colonne d’eau ou si converti au gaz PL entre 11 et 14
pouces.

EXIGENCES D’ALIMENTATION EN GAZ

GAZ NATUREL CE (Colonne d’eau)
Indicateur de Pressure 5 po (12,5 mb)
Pression min. de la conduite 6 po (15 mb)

Pression max. de ligne 14 po CE (34,9 mb),
0.5 Ib/po? ( 3,5 kPq)

GAZPL CE (Colonne d’eau)
Indicateur de Pressure 10 po (25 mb)
Pression min. de la conduite 11 po (27,4 mb)

Pression max. de ligne 14 po CE (34,9 mb),

0.5 Ib/po? ( 3,5 kPq)




A\ IMPORTANT

NE JAMAIS REUTILISER DE VIEUX RACCORDS POUR 1 4
INSTALLER CET APPAREIL.

Afin de limiter les fuites de gaz possibles, appliquez
un ruban adhésif téflon ou un compound de filetage
homologué pour I'emploi avec du gaz naturel ou du
gaz PL sur tous les raccords filetés. 5-1/8" (12,9 cm)
Appliquez un fluide non-corrosif de détection de fuite
sur tous les joints et raccords de la conduite de gaz [&
entre le robinet de fermeture du gaz et I'entrée de la

table de cuisson. Vérifiez qu'il n'y a pas de fuites! Des -
bulles qui se forment autour des joints et des raccords 90° Gaz S
indiquent la présence d’une fuite. Dans ce cas, fermez de ville a@

le robinet de fermeture du gaz, serrez les raccords, _ =—Trou de 1-1/5"
ouvrez a nouveau le robinet de fermeture et vérifiez de diamétre (3 cm)
s'il y a encore des fuites. Ne jamais vérifier s'il y a des
fuites avec une flamme directe.

NE JAMAIS SERRER A PLUS DE 35 ft Ibs (pieds livre) DE
TORSION.

Cotés du meuble Cotés du meuble

Raccordement du Gaz

* Taraudez le régulateur de pression de I'appareil a I'aide
des deux extrémités mdles de 2" en dotation avec cet ILLUSTRATION D’UNE CONDUITE

appareil DE GAZ (SANS AUCUN APPAREIL

* Réalisez le raccordement de la conduite de gaz a |'entrée SOUS LA TABLE DE CUISSON)

du régulateur de pression avec des filetages de conduite CAISSE DU BROLEUR
males de %2"". (ARRIERE DE L'APPAREIL) ~

* Assemblez le régulateur de pression aux filetages JOINT—» ==
d’entrée du tuyau de gaz avec le joint en dotation. Sur le :
régulateur, vous pouvez voir une fléche indiquant le bon ADAPTATEURDE
sens de circulation du gaz. Assurez-vous que le régulateur RACCORD EVASE

de I'appareil est bien installé avec la fléche pointée vers |
I'entrée du tuyau de gaz; vous assurer également que '
la partie supérieure du régulateur regarde I'avant du

meuble et qu'il est facilement accessible en ouvrant les REGULATEUR DE _ GAS
portes du meuble. PRESSION APPAREIL

® Raccordez au tuyau de gaz, un robinet de fermeture qui .

soit facile d’accés pour ouvrir ou fermer |'arrivée de gaz %
a l'appareil.
e Installez un emmanchement entre le régulateur et le TOUS LES JOINTS
robinet de fermeture pour compléter le raccordement. TUYAUX V2" NPT
(FILETAGE
* Bien vérifier que tous les joints de raccordement sur la NATIONAL TUYAU)
conduite de gaz sont étanches.

e Une fois le raccordement a la table de cuisson effectué,
bien vérifier |'alignement des soupapes pour étre sir que
le tuyau n’a pas bougé. Du fait d'un mauvais alignement,
la tige de la soupape du bouton pourrait frotter contre

la table de commande et causer une fuite de gaz & la ROBINET DE
soupape. FERMETURE TUYAU

Si vous devez installer un four sous cet appareil, effectuez le
raccordement comme indiqué & la figure.
Tenez compte de |'espace du meuble en dessous.




AUTRES POSSIBILITES DE RACCORDEMENT DE L’APPAREIL
A UNE CONDUITE DE GAZ UN TECHNICIEN D’ENTRETIEN
QUALIFIE OU UN INSTALLATEUR FOURNISSEUR DE GAZ
DOIVENT EFFECTUER LE RACCORDEMENT DU GAZ.

La recherche de fuites possibles sur I'appareil doit étre réalisée
par l'installateur selon les instructions données.

Vous pouvez utiliser un connecteur d’appareil en métal flexible
récemment certifi¢ A.G.A pour raccorder cet appareil & la
conduite de gaz. Le connecteur doit avoir un diamétre interne
d’au moins 2 NPT nominal et n'étre pas plus long que 5 pieds.
Il faut un adaptateur raccord évasé de 2" NPT x /2" & chaque
extrémité du connecteur flexible. Si vous utilisez un connecteur
flexible, veillez & ce que le régulateur de pression de I'appareil
ainsi que le robinet de fermeture soient solidement raccordés
a une autre conduite rigide permanente (la conduite de gaz
ou le tuyau de l'appareil) de fagon & étre physiquement fixe.
Voir figure.

A\ ATTENTION

N'essayez pas d'attacher directement le connecteur flexible
a un filetage de tuyau externe.
Le branchement requiert des adaptateurs de raccord évasés.

Pour des installations Massachusetts:
1. Le robinet de fermeture doit étre un robinet de gaz & «T»

2. La longueur du connecteur de gaz flexible ne doit pas
dépasser 36 pouces

3. N'est pas approuvé pour étre installé dans des chambres
ou une salle de bain sauf si la piéce est ventilée directement.

E Robinet principal
I

Joint d’étanchéité —» =
Adaptateur d’union évasé —» g

Appareil régulateur
de pression
(indique la direction

du flux de gaz)

Adaptateur d’union évasé —>§

Connecteur
d’appareil flexible —
(5 pieds max.)

il

Adaptateur
d’union évasé

l

Valve de
fermeture du gaz

Tuyau de 2" NPT ——» I

AUCUN APPAREIL MONTE
SOUS CETTE TABLE DE
CUISSON

Joint
d’étanchéité

*7 Adaptateur d'union
_ évasé

Connecteur
d’appareil flexible
(5 pieds max.)

Tuyau de
%" NPT Coude

Adaptateur
B — ’ . ’ ,
d’union évasé

Appareil régulateur
de pression
(indique la direction
du flux de gaz)

<——Tuyau de 2" NPT

-« Valve de
fermeture du gaz

i <——Tuyau de 2" NPT

PAROI DE FOUR MONTE EN
CABINET SOUS LA TABLE DE
CUISSON




Vérification de la Pression

Vous devez isoler 'appareil des canalisations de gaz en
fermant le robinet individuel de fermeture du gaz lors de tout
test de pression du systéme de canalisation de gaz & des
pressions de test égales ou inférieures & Y2 psig (3,5kPa).
Cet appareil et son robinet individuel de fermeture du gaz
doivent étre débranchés des canalisations de gaz durant
tout test de pression de ce systéme & des pressions de test
allant au-deld de Y2 psig (3,5kPa). Lorsque vous vérifiez la
fonction du régulateur de I'appareil, bien vous assurer que
le gaz naturel est fourni & une pression entre 6 et 14 pouces
de colonne d’eau et si converti au gaz Pl entre 11 et 14
pouces.

LE TEST DE PRESSION SOIT ETRE EFFECTUE EN
EMPLOYANT LA ZONE DE FILETAGE DE L'INJECTEUR

Entrée du test
du gaz Filetage

Méthode de Test de Pression

e Enlevez la grille et le chapeau du brileur
* Enlevez le diffuseur aluminium de gaz
¢ Enlevez les injecteurs temporaires

e Connectez |'instrument de test sur la zone de filetage du
porte-injecteur (M6x0,75)

* Vérifiez si la table de cuisson a une pression correcte

e Fixez |'injecteur enlevé pour le test et replacez les piéces
dans leur bonne position.



Information Général

le voltage et la fréquence de cet appareil doivent étre
con